DC Motorized Impeller

Backward Curved
2133x61mm

Impeller: Plastic PA6.6+GF

Motor: DC Brushless External Rotor Motor
Rotor: Original Aluminum Sheet Color
Bearing: Dual Ball Bearing

Insulation: Class “A" or “B”

Technical Features: O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

Operating Temp.: -20°C to +60°C

Weight: 740 g

Model Number Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Current Curves
(VDQ) (VDQ) (CFM) (m*/H) (mm-H20) (inH20) (dBA) (A)
FDI13361B12W7-57 12 9.6~14.4 211.70 359.60 39.60 1.60 64.70 4,000 3.2 38.40 @
FDI13361B24W7-57 24 16.0~28.8 211.70 359.60 39.60 1.60 64.70 4,000 1.6 38.40 @
FDI13361B48W7-57 48 36.0~56.0 211.70 359.60 39.60 1.60 64.70 4,000 0.8 38.40 ©)
Specifications are subject to change without notice
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DC Motorized Impeller

Backward Curved
2175x62mm

Impeller: Plastic PA6.6+GF

Motor: DC Brushless External Rotor Motor
Rotor: Original Aluminum Sheet Color
Bearing: Dual Ball Bearing

Insulation: Class “A" or "B’

Technical Features: O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

Operating Temp.: -20°C to +60°C

Weight: 770g

Model Number Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Current Curves
(VDQ) (VDQ) (CFM) (m*/H) (mm-H20) (inH20) (dBA) (A)
FDI17562B24W7-57 24 16.0~28.0 341.10 579.50 39.80 1.60 63.70 3,300 2.3 55.20 ©)
FDI17562B24W9-57 24 16.0~28.0 401.00 681.30 49.30 1.90 70.10 3,800 3.0 72.00 @)
FDI17562B48W7-57 48 36.0~56.0 341.10 579.50 39.80 1.60 63.70 3,300 1.2 57.60 ®
FDI17562B48W9-57 48 36.0~56.0 433.40 736.30 60.60 2.40 80.60 4,200 2.3 110.40 ®
Specifications are subject to change without notice
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DC Motorized Impeller

Backward Curved
2175x62mm

Impeller: Plastic PA6.6+GF

Motor: DC Brushless External Rotor Motor
Rotor: Original Aluminum Sheet Color
Bearing: Dual Ball Bearing

Insulation: Class “A" or "B’

Technical Features: O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

Operating Temp.: -20°C to +60°C

Weight: 980 g

Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Speed Current Power

Model Number Curves

(VDQ) (VDQ) (CFM) (m*/H) (mm-H20) (inH20) (dBA)  (RPM) (A) (W)

FDI17562B12W9-57 12 9.6~14.4 450.40 765.30 61.10 2.40 84.60 4,400 10.0 120.00 @

Specifications are subject to change without notice
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DC Motorized Impeller

Backward Curved
2190x64mm

Impeller: Plastic PA6.6+GF

Motor: DC Brushless External Rotor Motor
Rotor: Original Aluminum Sheet Color
Bearing: Dual Ball Bearing

Insulation: Class “A" or "B’

Technical Features: O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

Operating Temp.: -20°C to +60°C

Weight: 850 g

Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Current Power

e e) (VDCQ) (CFM) (m¥H)  (mm-H20) (inH20) (dBA) (A) (wy  Curves
FDI19064B24W7-57 24 16.0~28.0 326.80 555.30 33.90 1.30 60.70 3,000 2.5 60.00 @
FDI19064B48W7-57 48 36.0~56.0 326.80 555.30 33.90 1.30 60.70 3,000 1.25 60.00 @

Specifications are subject to change without notice

Characteristic Curves:
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DC Motorized Impeller

Backward Curved
©200x65mm

Impeller: Plastic PA6.6+GF

Motor: DC Brushless External Rotor Motor
Rotor: Original Aluminum Sheet Color
Bearing: Dual Ball Bearing

Insulation: Class “A" or “B”

Technical Features: O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

Operating Temp.: -20°C to +60°C

Weight: 1860 g

Model Number Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Current Power Curves
(VDCQ) (VDQ) (CFM) (m3/H) (mm-H20) (inH20) (dBA) (A) (W)
FDI20065B28W9-57 24 18.0~32.0 555.30 940.30 106.80 4.20 79.60 4,300 8.6 240.80 @
FDI20065B48W9-57 48 36.0~56.0 555.30 940.30 106.80 4.20 79.60 4,300 5.2 249.60 @

Specifications are subject to change without notice
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Impeller:

Motor:

Rotor:

Bearing:
Insulation:
Technical Features:

Operating Temp.:
Weight:

DC Motorized Impeller

Backward Curved
©9220x63mm

Plastic PA6.6+GF

DC Brushless External Rotor Motor

Original Aluminum Sheet Color

Dual Ball Bearing

Class ‘A" or “B”

O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

-20°C t0 +60°C

1400 g

Model Number Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Current Power Curves
(VDCQ) (VDQ) (CFM) (m3/H) (mm-H20) (inH20) (dBA) (A) (W)
FDI22063B24W7-57 24 16.0~28.0 453.00 769.60 46.10 1.80 64.70 2,800 4.0 96.00 @
FDI22063B48W7-57 48 36.0~56.0 453.00 769.60 46.10 1.80 64.70 2,800 2.0 96.00 @

Characteristic Curves:
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DC Motorized Impeller

Backward Curved
©9225x90mm

Impeller: Plastic PA6.6+GF

Motor: DC Brushless External Rotor Motor
Rotor: Original Aluminum Sheet Color
Bearing: Dual Ball Bearing

Insulation: Class “A" or “B”

Technical Features: O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

Operating Temp.: -20°C to +60°C

Weight: 1510 g

Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Current Power

el i ey e) (VDCQ) (CFM) (m¥H)  (mm-H20) (inH20) (dBA) (A) (wy  Curves
FDI22590B24W7-57 24 16.0~28.0  620.20  1053.70 51.60 2.00 67.70 2,500 45 108.00 0
FDI22590B48W7-57 48 36.0~56.0  620.20  1053.70 51.60 2.00 67.70 2,500 23 110.40 0

Specifications are subject to change without notice

Characteristic Curves:

60.0
— 48<0\
] N
T s
£
£ 360
o
=]
2 O
e 240
i .
o N
o N
=
5 A\
@ 420 \\
N
0.0 N\
0.0 150.0 300.0 450.0 600.0 750.0

Airflow (CFM)

Outline Drawing:

99,041
90.0
63.0
Qo @
by ol o o D)
3 1.l # g Y o 0 8
e My W0 NN —
s | o s 8 8 0
§ §© a1
s
g ol ﬁ +
H 2 —
3 4
) 1.5
28.0
Inlet Ring Unit:mm

€OOLTRON®

www.cooltron.com



DC Motorized Impeller

Backward Curved
©2250x80mm

Impeller: Metal Sheet

Motor: DC Brushless External Rotor Motor
Rotor: Original Aluminum Sheet Color
Bearing: Dual Ball Bearing

Insulation: Class “A" or "B"

Technical Features: O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

Operating Temp.: -20°C to +60°C

Weight: 2250 g

Model Number Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Current Curves
(VDCQ) (VDQ) (CFM) (m3/H) (mm-H20) (inH20) (dBA) (A)
FDI25080B12W7-57 12 9.6~14.4 794.40 1349.60 56.70 2.20 69.70 2,600 10.0 120.00 @
FDI25080B24W7-57 24 16.0~28.0 794.40 1349.60 56.70 2.20 69.70 2,600 5.4 129.60 @
FDI25080B48W7-57 48 36.0~56.0 794.40 1349.60 56.70 2.20 69.70 2,600 2.7 129.60 @
Specifications are subject to change without notice
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DC Motorized Impeller

Backward Curved
©280x80mm
Impeller: Galvanized Metal Sheet
Motor: DC Brushless External Rotor Motor
Rotor: Original Aluminum Sheet Color
Bearing: Dual Ball Bearing
Insulation: Class “A" or "B’

Technical Features: O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

Operating Temp.: -20°C to +60°C

Weight: 2850 g

Model Number Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Current Power Curves
(VDQ) (VDQ) (CFM) (m*/H) (mm-H20) (inH20) (dBA) (A) (W)
FDI28080B24W7-57 24 16.0~28.0 905.20 1537.90 56.70 2.20 73.60 2,300 6.4 153.60 @
FDI28080B48W7-57 48 36.0~56.0 905.20 1537.90 56.70 2.20 73.60 2,300 3.2 153.60 @

Characteristic Curves:
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Impeller:

Motor:

Rotor:

Bearing:
Insulation:
Technical Features:

Operating Temp.:
Weight:

DC Motorized Impeller

Backward Curved
2310x108mm

Aluminum Sheet

DC Brushless External Rotor Motor

Original Aluminum Sheet Color

Dual Ball Bearing

Class ‘A" or “B”

O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

-20°C 10 +60°C

2630 g

Model Number Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Current Power Curves
(VDQ) (VDQ) (CFM) (m*/H) (mm-H20) (inH20) (dBA) (A) (W)
FDI310108B24W5-57 24 16.0~28.0 1049.50 1783.10 45.70 1.80 63.70 1,600 5.0 120.00 @
FDI310108B48W5-57 48 36.0~56.0 1049.50  1783.10 45.70 1.80 63.70 1,600 2.5 120.00 @

Characteristic Curves:
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Voltage

Op.Voltage  AirF

Impeller:

Motor:

Rotor:

Bearing:
Insulation:
Technical Features:

Operating Temp.:
Weight:

low AirFlow StaticPres.

DC Motorized Impeller

Backward Curved
2310x140mm

Aluminum Sheet

DC Brushless External Rotor Motor

Original Aluminum Sheet Color

Dual Ball Bearing

Class ‘A" or “B”

O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

-20°C 10 +60°C

2880 g

StaticPres. Noise Current Power

el i ey e) (VDCQ) (CFM) (m¥H)  (mm-H20) (inH20) (dBA) (A) (wy  Curves
FDI310140B24W5-57 24 16.0~28.0  1254.70  2131.80 43.70 1.70 56.70 1,600 5.2 124.80 @D
FDI310140B48W5-57 48 36.0~56.0 125470  2131.80 43.70 1.70 56.70 1,600 26 124.80 @
Specifications are subject to change without notice
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Impeller:

Motor:

Rotor:

Bearing:
Insulation:
Technical Features:

Operating Temp.:
Weight:

DC Motorized Impeller

Backward Curved
2310x140mm

Aluminum Sheet

DC Brushless External Rotor Motor

Original Aluminum Sheet Color

Dual Ball Bearing

Class ‘A" or “B”

O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

-20°C 10 +60°C

3650 ¢

Model Number Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Current Power Curves
(VDQ) (VDC) (CFM) (m*/H) (mm-H20) (inH20) (dBA) (A) (W)
FDI310140B24W7-57 24 16.0~28.0 1547.70 2629.50 62.50 2.50 69.70 2,000 9.2 220.80 @
FDI310140B48W7-57 48 36.0~56.0 1547.70 2629.50 62.50 2.50 69.70 2,000 4.8 230.40 @
Specifications are subject to change without notice
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Model Number

Voltage

Op.Voltage

Impeller:

Motor:

Rotor:

Bearing:
Insulation:
Technical Features:

Operating Temp.:
Weight:

AirFlow AirFlow StaticPres.

DC Motorized Impeller

Backward Curved
2355x147mm

Aluminum Sheet

DC Brushless External Rotor Motor

Original Aluminum Sheet Color

Dual Ball Bearing

Class ‘A" or “B”

O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

-20°C 10 +60°C

3790¢g

StaticPres. Noise Speed Current Power
Curves

FDI355147B48W7-57

(VDQ) (VDQ)

48 36.0~56.0

(CFM) (m*/H) (mm-H20)

1461.10 2482.40 54.50

(inH20) (dBA) (RPM) (A) (W)

2.10 67.70 1,560 4.2 201.60 ©)

Characteristic Curves:
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Impeller:

Motor:

Rotor:

Bearing:
Insulation:
Technical Features:

Operating Temp.:
Weight:

DC Motorized Impeller

Backward Curved
2355x170mm

Aluminum Sheet

DC Brushless External Rotor Motor

Original Aluminum Sheet Color

Dual Ball Bearing

Class ‘A" or “B”

O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

-20°C 10 +60°C

4500 g

Model Number Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Speed Current Power Curves
(VDQ) (VDQ) (CFM) (m*/H) (mm-H20) (inH20) (dBA) (RPM) (A) (W)
FDI355170B48W9-57 48 36.0~56.0 1572.40 2671.50 52.50 2.10 71.60 1,650 5.8 278.40 @
Specifications are subject to change without notice
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DC Motorized Impeller

Backward Curved
2400x141mm

Impeller: Aluminum Sheet

Motor: DC Brushless External Rotor Motor
Rotor: Original Aluminum Sheet Color
Bearing: Dual Ball Bearing

Insulation: Class “A" or "B"

Technical Features: O~10VDC/PWM Speed Control; Alarm Output;
Locked Rotor Protection: Soft Start.

Operating Temp.: -20°C to +60°C

Weight: 4750 g

Voltage  Op.Voltage  AirFlow AirFlow StaticPres. StaticPres. Noise Speed Current Power
(VDQ) (VDQ) (CFM) (m*/H) (mm-H20) (inH20) (dBA) (RPM) (A) (W)

Model Number

Curves

FDI400141B48W9-57 48 36.0~56.0 2167.10 3681.90 77.60 3.10 70.60 1,550 7.2 345.60 @

Specifications are subject to change without notice

Characteristic Curves:
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